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NUT FOR SPLICE & POST BOLTS

POST ASSEMBLY SLOT

SPLICE BOLT SLOT
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 11/16 "

SHOULDER

TRAFFIC

LAP RAIL IN DIRECTION OF TRAFFIC

SHOULDER GRADE

 

SLOTTED HOLE

(2 REQ’D PER POST)

(12 REQ’D PER SPLICE)

SHOULDER

THRIE BEAM RAIL

GUARDRAIL STANDARD

LC

LC

(SEE NOTE NO.1)

POST BOLT SLOT
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HOLES

SPLICE BOLT

POST BOLT

[RTM01a & RTM02a]

[FBB01]
ROUND WASHER

[FWC16a]

PLATE WASHER

[FWR03]

6’-6" LONG, [PDE04]

[RWT01a]

1’-10 1/2 " LONG, [PDB02a]

 3/8 " R

 15/16 " R

 15/16 " R

[FBB01] BUTTON

HEAD SPLICE BOLT

THRIE BEAM

[RTM01a OR 02a]

(SEE NOTE NO. 1)

1"´ x  1/16 " DEEP

RECESS BOTH SIDES

GR-11

GR-11

GR-11

07-13-2001

06-16-2010

SHEET THICKNESS

12 GAUGE (0.109")

NOTE: LONGER ERECTION BOLTS MAY BE REQUIRED.

      IF THE BOLT EXTENDS MORE THAN  1/4 " FROM

      THE NUT, THE BOLT SHOULD BE TRIMMED BACK.

HEX NUT WITH

 ROUND WASHER

BUTTON HEAD POST

BOLT WITH PLATE

WASHER [FWR03]

6" x 8" (TYP.)

PLATE WASHERS (TYP.)

 29/32 "x1 1/8 " SPLICE BOLT

SLOTS (TYP.)

 3/4 "x2 1/2 " POST BOLT

SLOTS (TYP.)
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25’-0" RAIL PANELS MAY BE USED IN PLACE OF 12’-6" PANELS, EXCEPT 

ON CURVES WITH A RAIL RADIUS OF LESS THAN 300 FT.

GUARDRAIL HEIGHT SHALL BE SET FROM THE GRADE AT THE FACE OF RAIL.

DESIGNATIONS PROVIDED IN BRACKETS [ ] REFERENCE STANDARD 

ELEMENTS DETAILED IN 

        , LATEST ADOPTED VERSION, AASHTO-AGC-ARTBA JOINT

COOPERATIVE COMMITTEE.

SEE STD. NO. DL-1 FOR BEAM GUARDRAIL DELINEATORS.

PAID FOR UNDER APPROPRIATE 606 ITEMS, OR AS SHOWN ON PLANS.
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